PAPI SERIE

Installation

Vertical \

Slide enclosure

Burial foot

Platform —
(Optional)
é U u )
1 \ conacr High side height, offering greater safety in the start section of the
CO:SSETE SI id e .
MODEL WITHOUT  MODEL WITH Rounded edges, no sharp edges.
BURIAL SKIRT BURIAL SKIRT
\_ Yy, Designed according to the requirements of the EN1176 standard.

Made of GRP. (Screws NOT included).

AVAILABLE COLORS:

LIGHT DARK PURPLE ORANGE

RAL 4005 RAL 2009

GREEN GREEN
RAL 6018 RAL 6029
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SERIE'PAPI

Safety clearance distances according to the
requirements of the EN1176 standard

£
whd
2
Syl )
Length
- -
* All models can be installed with their standard B
. D e g
height or 10 cm below.
Heigth Length Width Slope Ra B
Papi 90 900 2.553 770 30° 1.500 1.000
Papi 130 1.300 2.740 750 30° 1.500 2.000
Papi 150 1.500 3.305 755 30° 1.500 2.000
Papi 190 1.900 4.060 750 29° 1.770 2.000

Dimensions in mm.
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4 DIFFERENT
MODELS

PAPI SERIE

Papi 150 Papi 190
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